














RESOLUTE

NATURAL RESOURCES

C-313 from phase |1 application,
typical multilateral injection
well construction

Aneth Unit

San Juan County, UT

C-313 Horizontal UIC Well Schematic
Splayed Laterals in Desert Creek

8 5/8", 24# J-55 Csg: 11" OH w/300 sxs
510 ft

4,646 ft

lfateral KOP @ 5,659 ft

Lateral BHLs
Lateral #1: 5,659' - 6,661 TMD
BHL: 2,643 FSL & 2,850' FEL 13-40S-23E @ 5,692' TVD
Laterat #2: 5,721' - 6,689' TMD
BHL: 2,643 FSL & 2,650' FEL 13-408-23E @ 5.678' TVD

Lateral #3: 5,752' - 5,845' TMD

BHL: 2,059' FSL & 2,048' FEL 13-40S-23E @ 5,763 TVD
Lateral #3A: 5.664' - 6,728' TMD |

BHL: 2,638 FSL & 2,675 FEL 13-40S-23E @ 5,749’ TVD

51/2", 14# J-55 Csg: 7 7/8" OH w/200 sxs
5,883 ft
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Navajo Ss, Kayenta & Wingate Ss:
Primary fresh water aquifer

Chinle Fm:
Moderately saline to saline aquifer. Top is generaily
considered base of fresh water

.

<Moenkopi Fm

Cutler Gp Incl. DeChelly and Organ Rock:
Thick, Permian age succession of predominantly non-
marine siliciclastics
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Hermosa:

Finely crystalline limestone and dolomite, micaceous
siltstone, and arkosic sandstone”. Gross thickness 750 to
1,000 feet, primary top seal.

Porous hydrocarbon bearing carbonates, primary
njection/production zone :
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C-313 from phase II application, typical multilateral injection well construction  





